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Tamaño Presión Tuerca Diametro Torque TorcUP TorcUP
de trabajo Entre caras perno Ft/Lbs Serie TU Serie TX

"1-13/16 10.000 1-1/4" 3/4" 200-300 TU-2 TX-2
"1-13/16 15.000 1-7/16" 7/8" 325-450 TU-2 TX-2
"1-13/16 20.000 1-5/8" 1'" 475-550 TU-2 TX-2

"2-1/16 2.000 1-1/16" 5/8" 150-250 TU-2 TX-2
"2-1/16 5.000 1-17/16" 7/8" 325-450 TU-2 TX-2
"2-1/16 10.000 1-1/4" 3/4" 200-300 TU-2 TX-2
"2-1/16 15.000 1-7/16" 7/8" 325-450 TU-2 TX-2
"2-1/16 20.000 1/13/16" 1-1/8" 600-800 TU-2 TX-2

"2-9/16 2.000 1-1/4" 3/4" 200-300 TU-2 TX-2
"2-9/16 5.000 1-5/8" 1" 475-550 TU-2 TX-2
"2-9/16 10.000 1-7/16" 7/8" 325-450 TU-2 TX-2
"2-9/16 15.000 1-5/8" 1" 475-550 TU-2 TX-2
"2-9/16 20.000 2" 1-1/4" 600-1000 TU-2 TX-2

"3-1/8 2.000  '1-1/4" 3/4" 200-300 TU-2 TX-2
"3-1/8 5.000 1-7/16" 7/8" 325-450 TU-2 TX-2
"3-1/8 10.000 1-13/16" 1-1/8" 600-800 TU-2 TX-2

 

"3-1/16 10.000 1 5/8" 1" 475-550 TU-2 TX-2
"3-1/16 15.000 1-13/16" 1-1/8" 600-800 TU-2 TX-2
"3-1/16 20.000 2-3/16" 1/3/8" 700-1200 TU-3 TX-2

"4-1/16 2.000 1-7/16" 7/8" 325-450 TU-2 TX-2
"4-1/16 3.000 1-13/16" 1-1/8" 600-800 TU-2 TX-2
"4-1/16 5.000 2" 1-1/4" 600-1000 TU-3 TX-2
"4-1/16 10.000 1-13/16" 1-1/8" 600-800 TU-2 TX-2
"4-1/16 15.000 2-3/16" 1-3/8" 700-1200 TU-3 Tx-2
"4-1/16 20.000 2-3/4" 1-3/4" 1460-2040 TU-3 TX-2

"5-1/8 2.000 1-5/8" 1" 475-550 TU-2 TX-2
"5-1/8 3.000 2" 1-1/4" 600-1000 TU-3 TX-2
"5-1/8 5.000 2-3/8" 1-1/2" 920-1400 TU-3 TX-2
"5-1/8 10.000 1-13/16" 1-1/8" 600-800 TU-2 TX-2

"7-1/16 2.000 1-5/8" 1" 475-500 TU-2 TX-2
"7-1/16 3.000 1-13/16" 1-1/8" 600-800 TU-2 TX-2
"7-1/16 5.000 2-3/16" 1-3/8" 700-1200 TU-3 TX-2
"7-1/16 10.000 2-3/8" 1-1/2" 920-1400 TU-3 TX-2
"7-1/16 15.000 2-3/8" 1-1/2" 920-1400 TU-3 TX-2
"7-1/16 20.000 3-1/8" 2" 2190-3850 TU-7 TX-4

   API FLANGE DATA
Valves, WELLHEADS and BOP's

Use Smaller Torque value with Molylube, Use higher Torque value with API 5-A lubricant JBB/TorcUP 09/23/09
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Tamaño Presión Tuerca Diametro Torque TorcUP TorcUP
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9" 2000 1-13/16" 1-1/8" 400-600 TU-2 TX-2
9" 3000 2-3/16" 1-3/8" 700-1200 Tu-2 TX-2
9" 5000 2-9/16" 1-5/8" 1170-1700 TU-3 TX-2
9" 10.000 2-3/8" 1-1/2" 920-1400 TU-3 TX-2
9" 15.000 2-15/16" 2" 1800-3220 TU-3 TX-4

11" 2000 2" 1-1/4" 600-1000 TU-2 TX-2
11" 3000 2-3/16" 1-3/8" 700-1200 TU-3 TX-2
11" 5000 2-9/16" 1-7/8" 1800-3220 TU-3 TX-4
11" 10.000 2-3/8" 1-1/2" 1460-2040 TU-3 TX-2-or-4
11" 15.000 2-15/16" 1-7/8" 2190-3850 TU-7 TX-4

13-5/8" 2000 2" 1-1/4" 600-1000 TU-2 TX-2

13-5/8" 3000 2-3/16" 1-3/8" 700-1200 TU-2 TX-2
13-5/8" 5000 2-9/16" 1-5/8" 1170-1700 TU-2 TX-2
13-5/8" 10.000 2-15/16" 1-7/8" 1800-3220 TU-3 TX-4
13-5/8" 15.000 3-1/2" 2" 3120-4150 TU-7 TX-4-or-8

16-3/4" 2000 2-3/8" 1-1/2" 920-1400 TU-3 TX-2
16-3/4" 3000 2-9/16" 1-5/8" 1170-1700 TU-3 TX-2
16-3/4" 5000 2-15/16" 1-7/8" 1800-3220 TU-3-or-7 TX-4
16-3/4" 10.000 2-15/16" 1-7/8" 1800-3220 TU-3-or-7 TX-4

18-3/4" 5000 3-1/8" 2" 2190-3850 TU-7 TX-4
18-3/4" 10.000 3-1/2" 2-1/4" 3120-4150 TU-7 TX-4-or-8
18-3/4" 15.000 4-5/8" 3" 6680-13,000 TU-20 TX-8-or-16

 

20-3/4" 3000 3-1/8" 2" 2190-3850 TU-7 TX-4 

21-1/4" 2000 2-9/16" 1-5/8" 1170-1700 TU-3 TX-2
21-1/4" 5000 3-1/8" 2" 2190-3850 TU-7 TX-4
21-1/4" 7500 3-7/8" 2-1/2" 4290-5100 TU-7 TX-8
21-1/4" 10.000 3-7/8" 2-1/2" 4290-5100 TU-7 TX-8

26-3/4" 2000 2-3/4" 1-3/4" 1460-2040 TU-3 TX-2
26-3/4" 3000 3-1/8" 2" 2190-3850 TU-7 TX-4

   API FLANGE DATA
Valves, WELLHEADS and BOP's

Use Smaller Torque value with Molylube, Use higher Torque value with API 5-A lubricant JBB/TorcUP 09/23/09


